
Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

04/29/2024

Cables for outdoor-indoor installation

DESCRIPTION

Multi purpose CPR rated cables used for both
indoor installation and outdoor installation in
ducts applications by pulling. Cable
parameters such as cable flexibility, diameter
and higher safety levels for fire and dangerous
substances makes it optimized for safe
and effective indoor installation as well as for
outdoor installtion in ducts. 

The expected service life in normal use exceeds 30 years.

Product number Product name Fibre Count Cable Construction Cable Diameter

4701744
48F G657A1 MLT cable Green LSZH Cca OD 7.8mm
EIA/TIA 4km/d

48 Multi Loose Tube (MLT) 7.8 mm

Cables for outdoor-indoor installation MLT mm

Cables for outdoor-indoor installation SLIM 3 mm

Cables for outdoor-indoor installation CLT
Central Loose Tube
(CLT)

7 mm

Cables for outdoor- indoor installation Dual Jacket Tight Buffered (TB) 5 mm

4701744
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