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EPSU pre-terminated on reels
Pre-terminated blown fibre (EPSU) with connectors on both ends,

eliminating the need to splice fibres allows for time-saving installations.
The EPSU is delivered on reels with alternative lengths. The end with
the blow-ferrule can be blown into the duct and the connector

housing assembled subsequently.

Product number Product name

122830 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 25m

122831 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 50m

122832 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 75m

122833 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 100m

122834 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 125m

122835 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 150m

122836 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 175m

122837 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 200m

122838 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 250m

122839 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 300m

122840 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 350m

122841 EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on reel 400m


