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Product name Adapter SC/APC SM DPX green plastic housing, flangeless

Product code 5063898

GTIN 7332811113796

ETIM-Class EC000752

PRODUCT SPECIFICATIONS

Fibreoptic adapters (also called couplers) are designed to connect fibreoptic connectors together. They come in versions

to connect single fibres together (simplex), two fibres together (duplex) and four fibres together (quad). The adapters

have clips for click in function with optional screw holes.

All adaptors conforms with Telcordia, ANSI, TIA/EIA, NTT and JIS.

Measurements

Length 35 mm

Height 10 mm

Width 35 mm

Weight 7 g

Technical Specifications

Connector Type SC

Adaptor Type Duplex

Adaptor Colour Green

Sleeve Type Zirconica (ZrO2)

Flanges No

Transparent Dustcover Yes

Max Attenuation 0.2 dB



Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

07/20/2025

Attenuation Variation max 0.20db after 1000 matings.

Temperature ranges for Operation -40°c - +85°c.


