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Microduct Single 14-10mm

14/10mm microducts are designed for long term protection

of fiber optical cables and are especially suitable for

installation of micro cables. Direct Bury type of microducts

are thick wall products that attain their mechanical

robustness and functional performance through their

intrinsic thick walls and need no further protection in

underground installations. The microduct are made of high-

density virgin polyethylene (HDPE). Every microduct has a

permanent, co-extruded silicone compound inner liner and

longitudinal grooves giving a coefficient of friction of less

than 0,1.

Product number Product name Duct Colour

5043453 Microduct 14/10mm HDPE green, 500m/dr,700x300x400/85 Green

5043454 Microduct 14/10mm HDPE orange, 500m/dr,700x300x400/85 Orange

5044300 Microduct 14/10mm ORANGE, 1500m/dr Orange

5044301 Microduct 14/10mm YELLOW, 1500m/dr Yellow

5044302 Microduct 14/10mm RED, 1500m/dr Red

5044303 Microduct 14/10mm WHITE, 1500m/dr White

5044304 Microduct 14/10mm GREEN, 1500m/dr Green

5044305 Microduct 14/10mm VIOLET, 1500m/dr Violet

5044306 Microduct 14/10mm BLUE, 1500m/dr Blue

5044307 Microduct 14/10mm GRAY, 1500m/dr Gray

5044308 Microduct 14/10mm AQUA, 1500m/dr Aqua (turquoise)

5044309 Microduct 14/10mm BLACK, 1500m/dr Black

5044310 Microduct 14/10mm BROWN, 1500m/dr Brown

5044311 Microduct 14/10mm PINK, 1500m/dr Pink


