
Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

08/08/2025

Product name
EPSU G657A1 pre-terminated 1xLCA to LCA blow ferrule on

reel 50m

Product code 122831

GTIN 7332811377730

ETIM-Class EC001263

PRODUCT SPECIFICATIONS

Pre-terminated blown fibre (EPSU) with connectors on both ends, eliminating the need to splice fibres allows for time-

saving installations. The EPSU is delivered on reels with alternative lengths. The end with the blow-ferrule can be blown

into the duct and the connector housing assembled subsequently.

Measurements

Length 235 mm

Height 235 mm

Width 41 mm

Weight 127 g


