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Dual jacket out-/indoor drop cables LC/APC-SC/APC

1F G657A2 pre-terminated dual jacket drop

cables eliminating the need to splice fibres allows for time-

saving installations. The cable has a black LSZH and UV-

resistant outer jacket and a white LSZH CPR Cca-s1a d0 a1

approved inner jacket. When entering the premises from the

outside, the outer jacket is removed and the inner flame

retardant jacket is exposed for further indoor installation. IEC

connector loss grade B.

Product number Product name

123762 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 1m

123763 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 2m

123764 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 3m

123765 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 5m

123766 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 10m

123767 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 15m

123768 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 20m

123769 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 25m

123770 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 30m

123771 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 35m

123772 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 40m

123773 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 50m

123774 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 75m

123775 Dual jacket drop cable 1xG657A2 LSZH Cca OD 4.5/2.6mm LCA-SCA 100m


