
Data sheet

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

01/10/2026

Microduct 20/16mm
20/16mm single microducts are designed for long term protection of

fiber optical cables and are especially suitable for installation of micro
cables. Direct Bury type of microducts are thick wall products that attain
their mechanical robustness and functional performance through their

intrinsic thick walls and need no further protection in underground
installations. The microduct are made of high-
density virgin polyethylene (HDPE). Every microduct has a permanent,

co-extruded silicone compound inner liner and longitudinal grooves
giving a coefficient of friction of less than 0,1.

Product number Product name Duct Colour

88018020BN Microduct 20/16mm BROWN, 770m/dr Brown

88018020BU Microduct 20/16mm BLUE, 770m/dr Blue

88018020GN Microduct 20/16mm GREEN, 770m/dr Green

88018020GY Microduct 20/16mm GRAY, 770m/dr Gray

88018020OG Microduct 20/16mm ORANGE, 770m/dr Orange

88018020PK Microduct 20/16mm PINK, 770m/dr Pink

88018020RD Microduct 20/16mm RED, 770m/dr Red

88018020VT Microduct 20/16mm VIOLET, 770m/dr Violet

88018020WH Microduct 20/16mm WHITE, 770m/dr White

88018020YE Microduct 20/16mm YELLOW, 770m/dr Yellow


