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Microduct Single 10-8mm

10/8mm microducts are designed for long term protection of

fiber optical cables and are especially suitable for installation

of micro cables. Thin walled microducts are suitable for sub-

duct installations.. The ducts can either be blown or pulled

into existing pipes to maximize the utilization of already

existing infrastructure. The microduct are made of high-

density virgin polyethylene (HDPE). Every microduct has a

permanent, co-extruded silicone compound inner liner and

longitudinal grooves giving a coefficient of friction of less

than 0,1.

Product number Product name Duct Colour

5042301 Microduct 10/8mm HDPE blue Smooth, 2000m/dr Blue

5042302 Microduct 10/8mm HDPE orange Smooth, 2000m/dr Orange

5042303 Microduct 10/8mm HDPE green Smooth, 2000m/dr Green

5042304 Microduct 10/8mm HDPE brown Smooth, 2000m/dr Brown

5042305 Microduct 10/8mm HDPE gray Smooth, 2000m/dr Gray

5042334 Microduct 10/8mm HDPE white Smooth, 2000m/dr White

5042335 Microduct 10/8mm HDPE red Smooth, 2000m/dr Red

5042336 Microduct 10/8mm HDPE black Smooth, 2000m/dr Black

5042337 Microduct 10/8mm HDPE yellow Smooth, 2000m/dr Yellow

5042338 Microduct 10/8mm HDPE violet Smooth, 2000m/dr Violet


