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Product name Lubricant F 0,95L

Product code 1693895

GTIN 7332811327360

ETIM-Class EC002757

PRODUCT SPECIFICATIONS

A high-performance, pourable liquid recommended for pulling underground fiber optic cable. It is also suitable for pulling coaxial and copper-
pair cable. A thick liquid, and is applied by pouring or pumping the lubricant into the duct system. Wets and clings to cable jacket and evenly
coats the jacket surface. It continues to lubricate by leaving film after its water base has evaporated. It is compatible with a broad range of

cable jackets, including polyethylene (PE) types.

Measurements
Length 80 mm

Height 270 mm

Width 80 mm

Weight 975 g

Technical Specifications - Lubricant
Can be used on plastic Yes

Can be used on metal No

Can be used on concrete No

Can be used on wet surface Yes

Suitable for cables Yes

Suitable for tubes Yes

Suitable for potable water No

Shape Gel



Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

10/14/2025

Water-soluble Yes

Acid-free Yes

Packaging Tube

Volume 950 ml


