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Product name Lubricant spray FTTx 0,95L

Product code 1693899

GTIN 7332811327407

ETIM-Class EC002757

PRODUCT SPECIFICATIONS

Reduces friction with ultra-thin coating levels. Spray trigger bottle practical for shorter cable installations inddor. Dries quickly and leaves zero
mess at end of receiving side of the pull, unlike traditional wax and gel pulling lubricants. Suitable for a variety of cable jacket types.

Measurements
Length 210 mm

Height 290 mm

Width 75 mm

Weight 1,035 g

Technical Specifications - Lubricant
Can be used on plastic Yes

Can be used on metal No

Can be used on concrete No

Can be used on wet surface Yes

Suitable for cables Yes

Suitable for tubes Yes

Suitable for potable water No

Shape Gel

Water-soluble Yes

Acid-free Yes



Data sheet/FDV

Melbye Group | Fordonsvägen 17 | SE-553 02 Jönköping | Tlf +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvägen 17 | DK-553 02 Jönköping | Tlf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | Tlf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

02/03/2026

Packaging Other

Volume 950 ml


